	architectural lighting fixtures/control system 
	General
	The product range shall be the ArcSystem LED architectural lighting system as manufactured by ETC, Inc., or approved equal.
	The Product:
	Shall consist of a range of high efficacy LED luminaires including recessed, surface mount and pendant mount solutions. 
	Shall include proprietary drivers, hardware and software so as to ensure the highest quality of operational performance 
	Shall be controllable by either:
	A standard wired DMX input from a third party controller conforming to DMX 512-A (ANSI E1.11-2008)
	Native onboard ArcMesh wireless mesh networking protocol
	Shall include high performance LED emitters with a CRI >90 and color temperature options of 2700 K, 3000 K, 3500 K, 4000 K, 5000 K, 2700 K Fade-To-Warm and 3000 K Fade-To-Warm
	Shall provide a perfectly smooth dimming performance to blackout
	Shall have luminaires that are entirely convection cooled with no fans or moving parts.
	Shall have an option to manage all configurable settings wirelessly from a proprietary PC software application using the ArcMesh wireless network as the means of communication between PC and luminaire.
	Shall have standard luminaires conforming to the UL1598 or UL2108 standard and emergency luminaires of the same style and form factor conforming to the UL924 standard. All luminaires shall be listed with a third party laboratory.
	Shall have luminaires that include an option including the following on-board configurable features:
	Configurable DMX control address (up to 4 channels per luminaire)

Configurable minimum light level to 1% granularity
Configurable maximum light level to 1% granularity
Ability to upload preferred dimming curve
Ability to enable/disable the ArcMesh wireless protocol to re-broadcast wireless service in instances where additional product is out of range of the primary transmitter.
User configurable fail-safe ‘on’ level in the event wireless connectivity to the transmitter is lost.
	Shall include the following minimum manufacturer warranty coverage:
	Five years full luminaire coverage
Ten years LED failure coverage


