Strand Dimming Systems

CDB8O0S

Retrofit Dimming Modules

CD80SV Modules have been designed with the upgrade to your
existing CD80OSV dimmer rack in mind. These C21-style, 120VAC
modules use our current dimming and switching technology to

expand your existing CD80SV rack.

While these units look like C21 modules, they are specifically
designed for and only used in CD80SV racks in 120VAC markets.

Features

Plug-in modular dimmer system

Dual 20 amp, 120VAC SSR dimmer module with 350us

filter chokes

Dual 20 amp, 120VAC contactor module provide switched

On/Off control for a wide range of loads

Dual 20 amp, 120VAC constant module for non-switched

power to the load

New circuit breaker design for improved trip indication and
smooth faceplate, eliminating breaker damage in touring

applications

All breakers are fully magnetic

Can be used with standard CD80SV processor or C21

Processor upgrade kit

ETL and cETL listed
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CDBOSV Retrofit Dimming Modules

Note: CD8OSV retrofit modules (as described herein) are specifically
designed for and only used in CD80SV racks in 120VAC markets.

Technical Specifications
Standards Compliance: All Standard CD80SV dimmer modules are UL / cUL recognized and ETL / cETL listed €'|'b
C us

LisTED'

Mechanical Data

Construction: Intertek

Heavy duty formed aluminum

Ordering Information
Cat No. Description

Dimmer Modules

SSR Standard Dimmers

72398 Dual 20A, 120VAC CD80SV 350ps 2.4KW Dimmer (C21 style module / housing)
Non-Dim / Constant Modules

Contactor Modules

72399 Dual 20A, 120VAC CD80SV 2.4KW Non-Dim Module (C21 style module / housing)
Constant Modules

72397 Dual 20A, 120VAC CD80SV 2.4KW Constant Module (C21 style module / housing)
Accessories

76588 Blank Dimmer Module
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