
Overview
Choreo provides full-featured, stand-alone programming and playback for DMX512 lighting systems, 
all in a three-gang wall box. Choreo’s natural language interface makes the selection of lights, 
adjustment of their attributes, and the recording of  reference libraries, memories and cues fast and simple. 
Once programmed, use the screen as a virtual button/fader station, or run shows from the time clock, 
serial input or contact closures.

Installation Guide

Mounting (Box Prep)
1. Install a grounded 3-gang backbox.
2. Align mounting ring (provided) with 3-gang backbox (not provided).
3. Level mounting ring.  
4. Tighten 4 screws in mounting holes.
5. Optional: If mounting ring is not �ush to the surface of the wall, use 2 drywall screws (not provided) to secure the

mounting ring to the �nished wall and use mounting screws to pull the backbox forward.
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Securing the Station

3. Tighten 2 set screws on the bottom of the Choreo using 1/16” hex wrench (provided).

1. Hang Choreo from the top �anges of the mounting ring once all wiring is completed.
2. Lift slightly to push Choreo �ush to the wall.
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• Before installing, servicing, or performing routine maintenance upon this equipment, follow these general precautions.

recommended. 

during or after assembly should be replaced.
• These instructions do not purport to cover all details or variations in equipment nor to provide every possible contingency to meet in connection with installation, operation, or 

referred to Pathway Connectivity.  

WARNING RISK OF ELECTRIC SHOCK

• Verify that supply voltage is correct by comparing it with the product 
information.

• Make all electrical and grounded connections in accordance with the National 
Electrical Code (NEC) and any applicable local code requirements.

• All wiring connections should be capped with UL approved recognized wire 
connectors.

• All unused connector openings must be capped

WARNING RISK OF BURN OR FIRE
• Do not exceed maximum wattage, ratings, or published operating conditions 

of product.
• Do not overload.  
• Follow all manufacturer’s warnings, recommendations and restrictions to 

ensure proper operation of product.

WARNING RISK OF INJURY
• Wear gloves and safety glasses at all times when installing, servicing or 

performing maintenance.

Failure to follow any of these instructions could void product warranties.  For a complete listing of product Terms and Conditions, please visit www.pathwayconnect.com.

CAUTION: RISK OF PRODUCT DAMAGE
• Electrostatic Discharge (ESD): ESD can damage product(s).  Personal grounding equipment must be worn during all installation or servicing of the unit. 

• Do not tamper with contacts.
• Do not modify the product. 
• Do not change or alter internal wiring or installation circuitry. 
• Do not use product for anything other than its intended use.

• For interior use only. Not for damp or wet locations. See data sheet for ambient temperature and humidity operating conditions.

• If installing wiring systems: Materials and component parts of a manufacturing wiring system as described in Article 604 of the National Electric Code and Underwriters 
Laboratories Standard for Safety #183 MUST BE installed

READ AND FOLLOW ALL SAFETLY INSTRUCTIONS!
SAVE THESE INSTRUCTIONS AND DELIVER TO OWNER AFTER INSTALLATION

TM



Use the small screwdriver supplied with your Choreo to make connections to the pluggable terminal strips.

Choreo Architectural Controller
Choreo mounting ring
screws (4) for mounting ring
Choreo glass cleaning cloth
screwdriver
allan key 1/16”
pluggable terminal strips (5 - installed on Choreo)
plug for nLight RJ45 socket (installed)
CAT5 termination kit and jumper
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Choreo Aux PortDB9 (Male on computer)
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