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•	 An overall cable assembly 
specifically for use 
in theatre and stage 
applications

•	 Constructed with flexible 
Type SJT “Junior Hard  
Service” Cord in accor-
dance with NEC Article 
520.69C and UL and SSA 
requirements

Rating Male Connector Cable Female Connector Catalog No.

20 Amp, 120 VAC Blunt 12/3 SJTOW-A Molded Y Blunt 3123J

20 Amp, 120 VAC Bates®, 20 Amp, 2 Pole, 3 Wire Stage 
Pin 12/3 SJTOW-A Molded Y (2) Bates®, 20 Amp, 2 Pole, 3 Wire, 

Stage Pin 3123J-SP

15 Amp, 120 VAC NEMA 5-15, 15 Amp, 2 Pole, 3 Wire, All 
Black 12/3 SJTOW-A Molded Y (2) NEMA 5-15, 15 Amp, 2 Pole, 3 Wire 3123J-515

20 Amp, 120 VAC NEMA L5-20, 20 Amp, 2 Pole 3 Wire, 
locking 12/3 SJTOW-A Molded Y (2) NEMA L5-20, 2 Pole, 3 Wire, All 

Black 3123J-L520

20 Amp, 120 VAC Blunt 12/3 SJTOW-A Molded W Blunt 4123J

20 Amp, 120 VAC Bates®, 20 Amp, 2 Pole 3 Wire, Stage 
Pin 12/3 SJTOW-A Molded W (3) Bates®, 20 Amp, 2 Pole, 3 Wire 4123J-SP

15 Amp, 120 VAC NEMA 5-15, 15 Amp, 2 Pole, 3 Wire 12/3 SJTOW-A Molded W (3) NEMA 5-15, 15 Amp, 2 Pole, 3 Wire 4123J-515

20 Amp, 120 VAC NEMA L5-20, 20 Amp, 2 Pole, 3 Wire, 
locking 12/3 SJTOW-A Molded W (3) NEMA L5-20, 20 Amp, 2 Pole, 3 

Wire 4123J-L520

Standard
All Black Connectors

“Two-Fer Junior” & “Three-Fer Junior”
With Molded Y & W Center Sections
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TYPE 3R Rainproof TYPE 1 Indoor or
TYPE 3R Rainproof

TYPE 3R Rainproof TYPE 1 Indoor or
TYPE 3R Rainproof


